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AN INVESTIGATION OF FLOW CHARACTERISTICS AT MACH NUMBER L.oOL
OVER 6- AND_9-PERCENT-THICK SYMMETRICAL CIRCULAR-ARC
ATRFOTLS HAVING 30-PERCENT-CHORD
TRAILING-EDGE FLAPS

By Edward F. Ulmann and Douglas R. Lord
SUMMARY

Pressure-distribution tests and schlieren photographs were made
at a Mach number of 4.04 and Reynolds numbers of about 5.0 X 106 and
8.4 x 106 on 6- and 9-percent-thick symmetrical circular-arc airfoils
having 30-percent-chord tralling-edge flaps. The experimental pressure
distributions in the two-dimensional flow region at a Reynolds nunber
of 5.0 x 106 showed some disagreements with the theoretical pressure
distributions as a result of flow separation and shock - boundary-
layer interection. Due to the compensating nature of the pressure
disagreements, the airfoil force and moment coefficlents showed good
agreement with the theoretically predicted values except for a reduction
in flap effectiveness at angle configurations where flow separation
became important., Increasing the Reynolds nunber from sbout 5.0 X 106
to about 8.4 x 106 in these tests decreased the extent of flow separation
but had very little effect on the integrated airfoil force and moment
coefficlents, In general, viscous effects were found to be less
important at the test Mach number and Reynolds numbers than at Mach
numbers from 1.62 to 2.40 and a Reynolds number of 1.06 x 106.

INTRODUCTION

A program has been undertaken at the lLangley Laboratory to determine
the flow characteristics of rectangular wings having 6- and 9-percent-
thick symmetrical circular-asrc airfoil sections and trsiling-edge flaps.
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The chief object of the investigation was to discover some of the reasons
for the discrepancies between experimental and theoretical control.
characteristics.

The results of low Reynolds number tests at Mach numbers of 1.62,
1.93, and 2.40 (references 1 and 2) showed that laminar seperation
caused a loss of control effectiveness at low flap deflections. The
tests of reference 2 also showed that these seperation effects were
reduced or eliminated by producing transition from laminar to turbulent
boundary layer. The purposes of the present investigation are to
evaluate, at a higher Mach number, the effects of flow separation,
shock - boundery-layer interaction, and Reynolds number on the flow over
these airfoils asnd to determine the applicability of some existing two-
dimensional airfoil theories at a Mach number of k. Ok,

The tests were made at a Mach nuuwber of 4.0k with a Reynolds number
range from about 5.0 X 106 to 8.4 x 106, and included pressure measure-
ments and schlieren photographs of the flow about the wings over a
moderate range of sngles of attack and flap deflections.

SYMBOLS -
Po settling-chamber pressure
Py, local static pressure on airfoil ot

stream static pressure 'f_

M stream Mach number - - B -
R Reynolds mumber, based on airfoil chord length .
4 ratio of specific heats for air, 1.k
q dynamic pressure (% pMe)
P pressure coefficient EL—:JE

q
o airfoil angle of attack _
& flap deflection relative to airfoil chord, positi;\re downward t.,

.
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chord of airfoil

chord of flap

section 1ift

section pressure drag

section drag (dP + 0.003gc for skin friction)

gection pitching moment about midchord (positive when it tends
to rotate the leading edge upward)

flap section hinge moment (positive when it tends to deflect the
flap downward)

section 1lift coefficient (Z/qc)

section drag coefficilent (d/qc)

section pressure drag coefficient (dp/qc)
section pitching-moment coefficient aebout midchord (m.5/qc2)

section flap hinge-moment coefficient <h/qcf2)

variation of section 1ift coefficient with angle of attack

variation of section pitching-moment coefficient with angle
of attack

variation of section flap 1ift coefficient with flap deflection

varietion of section pitching-moment coefficient with
flap deflection

varistion of flap section hinge-moment coefficient with
flap deflection

variation of section pitching-moment coefficient with
section 1ift coefficient

]
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—
pole? flap effectiveness factor 5
0% Bcz

o

c.p. distance of airfoil center of pressure from leading edge of
airfoil in chords, positive downstream

APPARATUS AND TESTS

Wind Tunnel

The tests were conducted in the Langley 9- by 9-inch Mach number 4
blowdown tumnel (fig. 1). The compressed-air system includes air )
dryers using activated alumina which dry the air to dew polnts from
-20° P to -60° F at 300 pounds per square inch sbsolute. The test
Reynolds number 1s changed by changing tunnel stagnation pressure, and
runs of over L4 minutes-duration are possible at the lowest running
pressure. During test runs the stagnation pressure and tempersture sare
continmuocusly recorded on flight-type optical recorders. The air passes
through four 16-mesh turbulence-damping screens in the settling chamber
and then expands through fixed-geometry nozzle blocks and passes through
& fixed second minimum into a diffuser. The cross-tunnel schlieren
system uses two parabolic-front-surface reflectors 10 inches in diameter
having 72-inch focal lengths. The light source 1s a 40,000-volt
electric spark of about 1 microsecond duration.

Models

The pressure-distribution and schlleren models were made of steel
and were of rectangular plan form with the tips cut off perpendicular
to the chord plane. The models had 6- and 9-percent-thick circular-arc
sectlons and 30-percent-chord true-contour tralling-edge flaps. The
airfoil surfaces were finished to within 0.001 inch of the specified
values and were polished smooth. The gap between the flap and the air-
foil was 0.125 percent chord and was not sealed during the tests. ’

The pressure-distribution models had a L-inch chord and a 5-inch
span and were supported in the tunnel from a clrculsr plate mounted
flush with the side wall (fig. 2). The plate was rotated to change the
angle of attack, which was measured by an inclinometer set on brackets
on the outside of the plate. A rod from the flap root midchord section

»
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extended through a sector cut in the angle-of-attack plsate (fig. 2) and
connected to a cover plate outside the tunnel, which rotated sbout the .
hinge pin extended. This cover plate was fitted with a bracket to

mount the inclinometer. The angles of attack and the flap angles were
set before each run in order to obtain the best asccuracy in angle setting.
The dimensions of the models and the orifice locations are given in
figure 3. The spanwise location of the orifices was chosen so that they
would be in a region of two-dimensional flow at all the test angles of
attack and flap angles. The schlieren models hed a 4-inch chord and an
aspect ratio of 1 and were sting-supported, as shown in figure 4. An
offset strut, having a 33-percent-thick diamond profile normal to the
leading edge, swept back at 580, extended from the lower surface of the
wing to the sting support. '

Tests

Tests were made to obtain pressure distributions at angles of
attack from -2° to 100 and et flap angles ranging from sbout 16° to -16°.
Test Reynolds numbers ranged from 5 X 100 to 8.8 x 106. Tests were run
at humidities below 1 X 10-D pounds of water vepor per pound of dry air.
It is believed that this moisture content was low enough to eliminate
any appreclable condensation effects from the data. The schlieren models
were tested at approximately the same angles as the pressure-distribution
models and the angles of attack under load were measured on the schlieren
pPhotographs. Due to the deflection of the rather long stings supporting
the schlieren models, it was not feasible to obtain schlieren photographs
at the same angles as the pressure distributions.

Precision of Data

Test-section conditions.- Tunnel calibration tests (see eppendix)
indicate that the Mach number in the region occupiled by the model is
h.O4 + 0.02 and that flow conditions are suitable for aerodynamic
testing.

Alinement of the models.- The probable error in slinement of the
pressure-distribution models with the alr stream is sbout +0.10°., The
probable- error between angles of attack and between flap deflections of
the pressure-distribution models as set before each run is +0.03°,

Possible twisting of the pressure-distribution models was inves-
tigated by photographing the free ends of the wings under load and at
no load. Messurements from the photographs of the 9-percent-thick model
showed no twist of the main wing or the flap within the %0.1° accuracy
of the measurements. The measurements for the 6-percent-thick model
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showed no measurable twist of the main wing but did show a maximum

aengular displacement of the flap tip of approximately 0.75° under maximum
hinge moment. An analysis of the 6-percent pressure-d{igtribution data
indicated, however, that there was some twisting of the main wing. This e o
twisting was noticeable only for positive pitching moments, probably f o
because of the unsymmetrical internal comstruction of the model; there-
fore, the maximum inaccurscies in angle settings for the 6-percent-thick
pressure-distribution model are probably about +0.2° in angle of attack
and 10.750 in flap deflection. Corrections for twist were not applied
to the data because of the approximations involved in determining the
corrections throughout the angle range.

The probable error in the angle of attaék of the schlieren models l: E_ i_“_
which was measured from the schlieren photographs is 10.25°. The . -
probable error between the flap angles of the schlieren models is +0.1°,

Measurements and computations.- Meassurling the airfoll pressures _
and obtalning the serodynamic coefficients from such measurements in- C
volves certain errors which have been evaluated. The probsble un- L _
certainties of the coefficients and in the position of the center of .. =
pressure which would occur in these measurements and calculations are - :
given in the following table:

c Center-of-pressure
¢ Ca, m 5 Ch location
(percent chord) .

+0.005 £0.001 10.001 +0.003 H.5

The data for the 9-percent-thick airfoil are believed to be more accurate
than indicated in the table because of the absence of any messurable
gerodynamic twist. o

RESULTS AND DISCUSSION

Pressure Results

General considerations.- Pressure distributions for both airfoils
and schiieren flow photographs for the 9-percent-thick airfoil are
presented for representative tegt-angle combinations in figures 5 to 7.
The discussion will refer chiefly to the 9-percent data, since the flow _
characteristics are similar on both sirfoils and are most easily seen on ' ' -~
the thicker airfoill.
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The theoretical pressure coefficients were computed by the shock-
expansion method, which does not include the effects of flow separation,
shock - boundary-layer interaction, or the reflection of expansions
back to the airfoil by the leading-edge shock. For the 9-percent-thick
airfoil (fig. 5) the experimental pressure distributions are for flap
angles 0.75° more positive than the flap angles of the theoretical
pressure distributions. Where a detailed comparison between the
experimental end the theoretical pressure coefficients over the flap
of the 9-percent-thick airfoil 1s made, the theoretical and experimental
flap angles are the same. General comparisons can be made from figure 5,
however, since the increments in pressure coefficient due to 0.75° flap
deflection are very small throughout most of the flap-angle range.

The agreement between the experimental and the theoretical pressure
distributions is, in genersl, good for both airfoils. Moderate dis-
agreements were encountered on the high-pressure surfaces of the wings
and flaps, as well as on the low-pressure surfaces of the wings Just
ahead of the hinge line when the deflected flap causes an increase in
pressure on this surface.

Upper-surface flow conditions.~ Flow separation on the upper or
low-pressure surface was reported in tests of these same airfoils at
lower supersonic Mach numbers (1.62, 1.93, and 2.40) and lower Reynolds
numbers (0.55 x 106 and 1.07 x 106) in references 1 and 2. In the
present tests increasing the Reynolds number from about 5 X 106 to about
8.4 x 106 completely eliminated separation on the upper surfaces of the
airfoils at some angle configurstions (figs. 8 and 9). It was found
that the rearward movement of the separation point could also be brought
about at a Reynolds number 5.0 x 106 by placing a roughness strip of
No. 90 carborundum Jjust behind the leading edge of the airfoll, thus
causing the boundary layer to become turbulent. It is probable, there-
fore, that the rearward movement of the separation point, as shown in
figure 9, is due to boundary-layer transition to turbulent flow at some
point on the airfoil shead of the flap hinge line as the Reynolds number
is incressed from 5.0 x 100 to 8.8 x 100.

The forward movement of the separation point on the upper surface
with negatively increasing flap deflections (fig. 5) is the seme move-
ment which was observed at the lower Mach numbers and Reynolds numbers
of reference 2.

Lower-surface flow conditions.- The experimental pressures on the
lower or high-pressure surface of the airfoil shead of the flap are
somewhat more positive than the theoreticel values. The magnitude of
the disagreement increases along the chord and lncreases af each chord-
wise station with angle of attack. One factor which accounts for some
of the difference between experiment and theory is the effect on the

iy
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pressure distributions of the interaction between the leading-edge shock
and the expansion waves from the airfoil surface which 18 present 1in the
actual flow. This interaction causes expansion waves to be reflected
back onto the sirfoil surface as compression waves, which in turn
increase the pressures on the airfoil surface. These effects are
neglected in the shock-expansion method of computing the pressure
distributions. Reference 3 indicates that if this interaction is
considered, the slope of the pressure-distribution curve at the airfoil
leading edge would become increasingly lower than that predicted by the
shock-expansion theory es the angle of attack is increased. However,
the magnitude of this effect is not great enough to account for more
than gbout one-third of the observed difference in slope between
experiment and theory which exists at the airfoil leading edge.

The results of reference 1 showed that on the same airfoil at a
Mach number of 1.62 and a Reynolds number of 1.07 X 105, flow separation
and the accompanying forked shock occurred as far as 15 percent chord
ahead of the wing-flap juncture on the airfoil lower surface at an
angle of attack of L4.25° and flsp angle of 13°. 1In contrast to this,
the present tests did not show any evidence of separation of the flow
ahead of the wing-flap Juncture on the lower surface of the wing at
corresponding angle configurations (figs. 5(d) end 5(e) and figs. 6(a)
and 6(b)), which is believed due to the higher Reynolds numbers of these
tests.,

At positive angles of attack and positive flap angles, the pressures

on the lower surface of the flap usuelly increase from e pressure lower
than theoretical at the 73.25-percent-chord orifice to pressures higher
than theoretical at the last three orifices on the flap (fig. 5). This
gradusl compression in the boundary layer occurs because the subsonic
layer cannot support the sudden compression that occurs in the super-
sonic stream. The reassons for the pressures at the rearmost two or three
orifices on the flsp being higher than theoretical are as follows: . -

(1) The compressions at the wing-flap juncture start at a lower
local Mach number and higher pressure than predicted by theory at the
70-percent station, except for o = 0°, and therefore would be expected
to yleld higher than theoretical pressures over the flap surface.

(2) The compressions occur gradually just outside the boundary
layer because of the relieving effect of the boundary layer in the wing-
flap juncture and would therefore according to shock theory result in a
higher pressure than that predicted if a single shock were assumed.

The magnitude of these effects for a typlcal case is illustrated in
figure 10. A theoretical shock compression through 16.75° from the

experimental pressure on the wing just upstream of the wing-flep Jjuncture,

tr'
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followed by expansion over the flap surface, gives pressures over the
flap about 10 percent higher than those given by a shock from the
theoretical pressures at the -‘70-percent-chord station. An isentropic
compression through 16.75° from the experimental pressures gives
pressures over the flap about 20 percent higher than those given by a
shock from the theoretical pressures at the TO-percent-chord station.
The experimental pressures over the flap fall between these two curves,
which is reasonsble, since the compression is neither isentropic nor
does it occur st a theoretical sharp corner.

Effect of alrfoil thickness on the pressure distributlons.-
Figure 11 compares several typlcal pressure distributions for the
6-percent-thick airfoil with those for the 9-percent-thick airfoil at
the same angle combinstions. At the leading edge of the 9-percent alr-
foil the pressure coefficients on both surfaces are always higher than
the corresponding pressure coefficients on the 6-percent airfoil due
to the larger leading-edge angle of the 9-percent airfoil. From the
leading edge back to the hinge line, the more rapid expansion along the
surface of the 9-percent airfoil resulting from larger gradients of the
surface causes the pressure coefficlent to spproach, and in some cases
to become less than, that of the 6-percent airfoil. When an expansion
of the flow is required at the hinge line, the pressure distributions
on the flap surface are about the same for the two airfoils. However,
when a compression occurs at the hinge line, the small differences in
pressure coefficlient and local Mach number shead of the hinge cause &
considerable difference in the final pressure coefficient obtained on
the flep. In generasl, the pressure rise caused by & given flap
deflection is higher on the 6-percent airfoil than on the 9-percent
airfoil except possibly for cases involving separated flow.

Aerodynamic Characteristics

Section 1ift coefficient.- Plots of the section-lift-coefficient
varistion with angle of attack and flap deflection are presented in
figure 12, from which it can be seen that the agreement between experiment
and theory is best for low angles of attack and positive flap deflections.
The largest increase in the experimental 1ift coefficients over the
theoretical 1ift coefficients occurs at the higher angles of attack
(6° and 10°) and the higher negative flap deflections. This increase
occurs because of the previously discussed higher-than-theoretical
pressures over the lower surfaces of both alrfoils shead of the flap,
and beceause of flow separation on the upper surface shead of the hinge
line, which decreases the negative 1ift of the flap. An additional
increment in the experimental 1ift coefficient over the theoretical 1lift
for the 6-percent airfoil would be expected at the high angles of attack
as a result of the model twist.

—
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The flap-effectiveness factor.. %ﬁ is presented in figure 13. The

experimental values are generally in good agreement wifh theory except A
for combinations of positive angles of attack above 4° with negative ‘

flap deflections, where the experimental values are from 10 to 30 percent

lower than the theoretical velues. Examination of the 1lift curves of L .
figure 12 shows that this is due to a lower-than-theoretical rate of =
change of 1ift with flap deflection at the stated angles, since the rate
of change of lift with angle of sttack is slightly higher than theo-
retical.

Section drag coefficients.- A section friction drag coefficient of Z -
0.003 was added to all the pressure-drag coefficients obtained from the ' -
experimental and theoretical pressure distributions. This value was : "
determined from unpublished force tests of a similar wing in the same .
tunnel. Any variation of friction drag with angle of gttack was mot . . = . -
determined.

The variation of the drag coefficient with angle of attack and flap L
deflection is presented in Ffigure 14 for both the 6~ and §-percent-thick '
airfoils. The experimental section drag coefficients are generally in
good agreement with the theory except at the higher flap deflections,
where the experimental values are somewhat 16wer than the theory for
both eirfoils. This decrease in drag is the same as that previously
noted in reference 4 at lower Mach numbers and is a result of the -
separgtlon over a part of the rear portion of the alrfoil, often over S -
the whole flap low-pressure surface, which is accompanied by pressures
higher than theoretically predicted.

. ¢ —— - — -
—— Eaad R

Section lift-drag ratio.- The combination of higher 1ift and lower - ' v
drag than theoretically predicted results in experimental lift-drag ratios ' A
which are generally higher than theory, as shown in figure 15. The - ’
maximum experimental lift-drag ratio for the 6-percenmt-thick airfoil : o
is approximately 6.1, the theoretical maximum, 5.6, MaXimum experi- | ...
mental lift-drag ratio obtained for the 9-percent-thick airfoil is =
4.75, compared with a theoretical value of sbout L4.3. SR

Section pitching-moment coefficients.- The variations of section _
pitching-moment coefficient with section 1lift coefficient are presented .
in figure 16 for both airfoils. In general, the experimental data B
show good to excellent agreement with the theory. The small disagreements
which exist are the results of flow separation, airfoil twist, and other

- .. _ . Ie] .
effects which were discussed previously. Values of SZE“ at c, =0

obtained from figure 16 are presented in figufé 17 and éhow fairly good
agreement with the theory.

— Nty
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The movement of the center of pressure with angle of attack for the
6- and 9-percent-thick sirfoils computed from the section pitching-
moment coefficient and section 1ift coefficient is shown in figure 18.
The experimental center-of-pressure positions agree very well with the
theoretical values at positive flap deflections but give fair to poor
agreement at negative flap deflections where flow separation occurs.
The center-of-pressure locations for the zero-flap-deflection conditions
agree very closely with the values predicted by the shock-expansion
theory (fig. 18).

Section flap hinge-moment coefficient.- Although the pressure
distributions over the flaps for both asirfoils showed considerable
differences between experimental and theoreticel pressures due to flow
separstion and shock - boundary-layer interaction, the plots of sectlon
flap hinge-moment coefficient against flap deflection (fig. 19) show
good agreement between experiment and theory. This agreement is the
result of the compensating nature of the disagreements pointed out in
the pressure-distribution discussion. The agreement of the experimental
section hinge-moment-coefficient dats with theory is further shown in the
curves of section hinge-moment-coefficient slopes plotted for & = 0°
in figure 20.

The effect of Reynolds number on the aerodynamic characteristics.-
The effect on the aerodynamic chsracteristics of increasing the Reynolds
number of the flow from 5.1 X 106 to 8.0 x 106 for the 6-percent-thick
airfoil and from 5.0 X 109 to 8.8 x 100 for the 9-percent-thick airfoil
was in general negligible. Representative plots showing the maximum
variation of the force and moment coefficients of the 6-percent-thick
airfoil with Reynolds number sre presented in figure 21. It should be
noted that the data of these tests do not show - at Reynolds numbers
of gbout 5.0 X 106 and 8.4 x 106 - any regions of control ineffectiveness
such as those observed on the same airfoils at lower Mach numbers and
Reynolds numbers (references 1 and 2); therefore, it may be concluded
that at Mach numbers and Reynolds numbers in the range of these tests,
trailing-edge flaps of the type investigated will be continuously
effective through a range of angles of attack from 0° to 10° and a
range of flap deflections from -16° to 16°.

Effect of airfoil thickness on the aerodynamic characteristics.-
Some of the aerodynamic characteristics of the b-percent-thick airfoil
are compared with those of the 9-percent-thick airfoil in figure 22.
The curves were chosen to cover the range of test and at the same time
to show the most notsble similarities and differences in the charac-
teristics of the two airfoils.

The varistion of section 1ift coefficient with flap deflection for
0°, 6°, and 10° angle of attack is presented in figure 22(e). The
values for the two sirfoils are very nearly the same except at angles
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of attack of 6° and 10° for negative flap deflections, and at 0° angle
of attack for positive flap deflections. In the first case, the 9- )
bercent-thick airfoil has higher 1ifts becausée of the increased loadings
over the forward portion of the airfoil and the decreased negative
loading of the flap (figs. 5(4) and 5(e) and figs. 7(c) and 7(d)). In -
the second case, the 6-percent-thick airfoil gives higher lifts than the
9-percent airfoil because of the higher loading over the flap (figs. '
11(a) and 11(Db)). ' - e

The minimum pressure drag coefficients obtained for the two airfoils
are in good agreement with the theoretical prediction that the minimum
two airfoils. A comparison of the section-drag-coefficient variation
with angle of attack for the two extreme flap deflections of the 6- and
9-percent-thick airfoils (fig. 22(b)) shows that, while the curves are
very pvearly the same for & = 16°, the 9-percent airfoil gives higher
drag for & = -16°. The agreement in drag for the two airfoils at
rositive flap deflections is g result of the increased drag of the_6-
percent flap over that of the 9-percent flap, which compensates for the
lower drag of the forward portion of the 6-percent airfoil. For
negative flap deflections, the pressure distributions cver the flaps of
the two airfoils are similar and the net effect is therefore to give a _
higher drag to the thicker airfoil, as predicted by the theory.

A comparison of the pitching-moment coefficients for the two air- 5
foils at 0° and 10° angle of sttack (fig. 22(c)) shows that the 9-percent-
thick airfoll gives much larger changes in section pitching-moment 3
coefficient with angle of attack than does the 6-percent-thick airfoil.
This is due chiefly to differences in the center-of-pressure position on
the two airfoils and is in agreement with theory.

The plot of section hinge-moment coefficient against angle of attack
for flap deflections of -16°, 0°, and 16° (fig. 22(d)) shows that the
experimental hinge moments change more rapidly with flap deflection on
the 6-percent ailrfoll than on the G-percent airfoll, as is predicted by
the theory. T = 3

Comparison of experimental results with shock-expsnsion and second- .
order airfoil theories.- In table I & comparison is made between the.
experimental results at zero 1ift and the predictions of the shock-
expansion theory and the Busemann second-order airfoil theory. The
second-order theoretical values have been obtained by the methods of .
references 5 and 6. The equatlions of reference 5 are for symmetrical
parabolic airfoils but can be applied to circular-arc airfoils, since
the maximum differences in airfoil ordinates and surface angle between

the 9-percent-thick symmetrical airfoils of each type are 0.0lh percent— .. _

chord and 0°5' of angle, respectively.

[P
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Referring to table I, it can be seen that the shock-expansion
theory (used throughout this paper) usually gave more accurate predictions
(within 11 percent of experimental values) of the serodynamic charac-
teristics of the airfoil at zero lift than did the second-order theory.
The second-order theory becomes increasingly inaccurate as the alrfoil
thickness increases and is generally 20 to 30 percent low in 1its

predictions of flap parameters, such as cmS and cy - Besides better
(o)

accuracy at zero 1ift, an obvious advantage of the shock-expansion
theory is that it mskes possible the accurate prediction of aerodynamic
coefficients over the whole range of angles, as compared with the second-
order theory.

CONCLUSIONS

An investigation, including pressure distributions and schlieren
flow photographs, has been made of the flow charatteristics over 6- and
9-percent-thick symmetrical circular-arc airfoils having 30-percent-
chord trailing-edge flaps. Analysis of the results of these tests, which
were conducted at a Magh nunber of 4.0k and at Reynolds numbers of sbout
5.0 x 10° and 8.4 x 10°, indicated that:

1. The experimental pressure distributions at Reynolds number
5.0 X 106 showed good agreement with the pressure distributions computed
by the shock-expansion theory, except over the flap surfaces and Just
ahead of the flap hinge line on the low-pressure side of the wing.

2. Due to the compensating nature of the dissgreements between
experiment and theory in the pressure distributions, the integrated
section force and moment characteristics showed very good agreement
with the theoretical characteristics, except for s reduction in flap
effectiveness at angle configurations where flow separation over the
flap became important.

3. Increasing the test Reynolds numbers from 5.0 X 106 to sbout
8.4 x 105 decreased the extent of the areas of separated flow but had
little effect on the integrated force and moment coefficients.

Lk, The 6—percent-thick airfoil showed a smsller increment in
section pitching-moment coefficient with changes in angle of attack and
a larger Iincrement in section flap hinge-moment coefficient with changes
in flgp deflection than did the 9-percent-thick airfoil.

5. In these tests the trailing-edge flaps were continuously
effective throughout the angle range, whereas data obtained on the same
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airfoils at Mach numbers from 1.62 to 2,40 and a Reynolds number of
1.06 x 106 showed regions of flap ineffectiveness caused by viscous

effects.

Langley Aeronsutical Laboratory _
Nationel Advisory Committee for Aeronsutics )
Langley Field, Va. -
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. APPENDIX
TUNNEL CALIBRATION

Flow conditions in the test section of the Langley 9- by 9-inch
Mach number 4 blowdown tunnel were determined from flow surveys made
withufg—inch-diameter flat-nosed total-pressure tubes and a 30° right
circular cone. Figure 23 shows the location of the survey stations in
the test section. Figure 24 presents the Mach numbers at these stations
as determined from the ratio of test-section total pressure to settling-
chamber pressure.

Trensverse surveys were made at stations 3 to 10 _at two values of
absolute humidity, spproximately 1 Xx 10-3 and 1 X 10"5 pounds of water
vapor per pound of dry alr. The only sppreciaeble differences in
indicated Mach number occurred et horizontal staticns 9 and 10
(fig. 24{a)), and only the data for these stations for high and low
humidities are shown. Repeat measurements at the same humidity checked
within #0.005 in Mach number. The average Mach number gradient in the
flow direction for the low-humidity runs is 0.0l per inch over an
ll-inch length. Mach numbers determined from pressures on a 30° cone
and a wedge airfoil agreed well with the Mach numbers determined by the
total-pressure measurements. In all cases the Mach number decreased in a
downstream direction, probably because of the growth of the boundary
layer, since the walls of the tunnel are parallel in the test section.
The tunnel-wall boundary-layer thickness was found to be 0.8 inch on the
tunnel floor and 1.1 inches on the side walls.

Figure 24(c) presents the results of six vertical surveys at three
stations along the tunnel axis. Surveys were madé at each station at
stagnation pressures of 150 and 220 pounds per square inch sbsolute. No
variation of Mach number with pressure could be determined. The surveys
indicete the presence of wesk shocks inclined downstream toward the
tunnel axis from the tunnel ceiling and floor. No physicsal discon-
tinuities could be observed in the nozzle-block contours which might
cause such disturbances. These disturbances do not appear to hasve any
measurable effect on the airfoil data, as indicated by the smooth air- -
foill pressure distributions obtained.

The error in airfoil pressure coefficient corresponding to the
maximum Mach number variation found in the region occupied by the model
is $0.005. The effect of this error on the airfoil normasl-force and
moment coefficients is negligible. The bouyancy effect on the drag
coefficient due to the Mach number difference is also negligible.
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COMPARISON OF EXPERIMENTAL: DATA AT ZERO LIFT WITH THE SHOCK-EXPANSTON

THEORY AND THE BUSEMANN SECOND-ORDER AIRFOIL THEORY AT MACH NUMBER k4

. Experimental

Busemann second-~

Aero- Shock-expansion order theory
dynamic results theory (references 5
character- and 6)
istics
6 percent|9 percent |6 percent{9 percent|b6 percent|9 percent
¢y, 0.020 | 0.020 0.018 | 0.020 0.018 | 0.018
cdp 0.0045 0.011 0.0050 0.011 0.0050 0.011
Cmy, 0.0016 | 0.0022 0.001k | 0.0021 0.0016 | 0.0026
Cmg, -0.0012 |-0.00092 | -0.0012 |-0.00098 | -0.0011 |-0.00068
Chg -0.0060 |-0,004k2 -0.0057 | -0.0041 -0.004k9 |-0.0028.
czfs 0.0037 0.0027 0.0038 0.0030 0.0032 0.0022
c.p. o)
E=l 0.49 0.45 0.49 0.5 0.47 0.41
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Fipgure 1.- Schematic view of the Langiey 9~ by Y-inch Mach number 4
blowdown tunnel with tunmnel side wall cut away.
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interzection of wing leading edge with W
tumnel-wall boundary leyer and from wing -
tip leading edge for a = 10°, § = +16°. .
6-percent-thick airfoil

drifice locations (percent chord): . ' B ! i“ Flap - _{
Model |(rifice No. 1 ? 3 I 5 5 7 8 9 10 |12 f12 | 13 | 14
6%/c  |upper surface |9.25 |12.50]18.75] 25.00| 32. 251 37.50f k3.75| Sa.00{ 56. 25| 62.50] 72.50] 8000} 86.25 92.50

6°/0  |1ower surface |5.25 |22.50]18.75| 25.00| 31. 25) 37.50] h3.88] 50.13] 56.25) 62.50| ¢3.50] 79.50] 86. 29 92.50
99 /o Poth sarfaces | 6.25 |12.50]18.75| 25.00] 31. 25] 37.50 h3.75] S0.004 56. 28] 62.501 73.75! 80. 00| 86, 25] 92.

Figure 3.- Model dimensions and orifice locations for the 6- and
O-percent-thick symmetrical cilrcular-arc pressure distribution
“models with traillng-edge flaps.
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o= -10,3°, 8= 8° a= -10°, 8= 18°

L-70751
Figure 6.- Schlieren photographs showing the effects of flap deflection
on the flow around an aspect-ratio-l wing having a 9-percent-thick

symmetricael circular-arc airfoil section. Vertical knife edge.

M, 4.04; R, 5 x 106,

(a) a= -10°.
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Figure 6.- Continued. . L-70752
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o= 0.5° 8=18°

(¢) a = 0°,

Figure 6.- Continued. L-70753
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Figure 6.- Continued.
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a=12.0° &= 18°

(e) o = 11°.

Figure 6.- Concluded. L-70755
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Figure 7.- The effect of flap deflection on the experimental and
theoretical pressure distributions in a two-dimensional flow
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Figure 8.- Effect of Reyndlds number on experimental pressure distributions
in a two-dimensional region on a 9-percent-thick symmetrical circular-
arc airfoil. M, k.ok, :

-

Y



o

o

o =

LS

(¢) R=5.0x10%; a=6.0%8=-155",

ol G [ m N
FLEUIE 7o~ LO0 Lhaugh Lo L4980

() R=8.8x 105 a=6.0%8=-15%5".

itions with increasing Reynolds number ‘:Q§E§;7’

conditi
on the 9-percent-thick circular-arc airfoil as seen in schlieren

photographs and pressure distributions.

M, 4.0k, ' L-T0756

OLQTST WY WOVN




pr——

hJ

-1

Experiment: O Upper surface Theory:
A Lower surface —— — &8hock expa.nsion theory, o= 10°, 5 = 16. 75°

—_ — ——. Shock expansion theory over flap starting with
experimantal conditions at the hinge line

P, B ' )

I —-J.Ben;l:roplc COmpression through J.U.lao asw.r:u.ue,
with experimental conditiom at the hinge Hne

Ao b oto—ro=t—o0—
; |

.LVBJ_ULI, UJ. U"U-\.L,]..LI.LG.LI.DJ.UI.I.G.J. L LW WL a- Pl e dod 1 T U LLL Vo, :'I-

circular-arc airfoil at o = 10° and & = 16°457,

Figure 10.- Ex:per:l_mental and theoretical pressure distributions in a

o ALwwmmnd anal Pl AN Q_mawcant +hisk guvwmatr
i L. O Ui U

al
ﬂ-l—

gt

A ki

OLTTCT WM VOWN




OEQTST W VOVN

£

[™=1 ':: T~
e e
P == o "
- | et \(%R
; AN
] \
6°/o~thick airfoil ‘\}”‘" o=
Q= 00, 5 = 160 .________A_A/
© |Upper surface
A I.owelr surface
- 9°/o~thick airfoil
a=0% & =16.75°
[ | Upper surface
& | Lower surface
~NACA. -
20 30 Lo 50 & 70 80 '

Station, percent chord

PR A0
L8] o =U",

Figure 1l.- The effect of changing thickness ratio on the pressure
distributions over circular-arc airfoils with 30-percent-chord
trailing-edge flaps. M, 4.0hk; R, 5 x 106. \

A R S ——

~
-
L

6!



6°/o~thick airfoil

a=0° &=-16°

A

Upper surface
Lower surface

e

— 9° Jo-thick airfoil
O

-Q - _ -t M
G-U, O = =lD.&>
Upper surface
Tower surface

oza

Lo 50 60 70
Stationy; percent chord

(h) no
N~/ A

s =]
o=

Figure 11.~ Contimmed.

e nmn..

0EQTST WY VOVN




Station, percent chord

(C) a = 60.

Figure 1l.- Contlnued.

-.1 , .
] ’L—?A?. 8
=
ol ]
fop— ‘,.‘E -
-
|t -
A——'_‘;E(T'_’ \
"r&—“‘"k’ ,G'T/V
A ] 4?,5',
F /A//"" Y 6°/o-thick airfoil \
.2 K{/@ a = 60’ 6 = 160 A
© | Upper surface \
B ” AlIower surface ~
/,,-v — ;;/' y AW pECy 1
o-thick airfoil B
-~ _ _ 20 ~ — 1L m \Q\é;‘_-ﬁ/ //
o3 @ =0, 0 = 10./D ™ =
[ | Upper surface
& | Lower surface
bg 10 20 30 hc S 60 70 80 %0 100

| T RIS 0EQTST WH VOVN

™



ElKZ)

A%
Eiﬂégié:::\/ ~
Y
S

1*
ap
1)
N

h
P

\

& 6°/o-thick airfoil

Q o
a=10, 6=-16 |
Upper surface
Lower surface

RS

B>O

MR

9 Jo-thick airfoil
a=10", &= -15.25°_

€1 [Upper surface ] |
$ |Lower surface | ]

W

ko 50 & 70 80 90 100
Station, percent chord

fay ~ _ 1n0O
\a; O = av.

Figure 11.- Concluded.

)

HA A .

T Wd VOVN

-
=

OEQT!



2

16

A2

=-.12

1(
jéy
A 1A
17 7 -
4 y/d 8 . 5, degrean
7 4
AW LD
ui 4 //"l A %
d A(/ /] 45? A ],
P J / 17T A A VAVARY. A laz
(,1 {// pann 4 ///" 55’/ A ¥ ,// A 16
/] Y K NAXAA XY T LT VL A
)74 173 1T A A A 17T X VT A A
/] Pai V44N V4 f/" ;’ ;/ A ¥ ,// )‘L/ yavd
/ //_ / yd // V A/ ///’/ //
7 7 4 A VA48 17T 4 Va4 ¥ A
.l .4 /] // Ve /! r/ /] [~ /// }f;’ /,/
// DARVAUV.9 47 V.0 84V, AR 7 .
// // // f/ /(/ // /A/ // .{,/
V| AL VA X AAX AL A | A7
L )74 A VA XV A )4 LA
Wi AN / ’// y, 7// ;, AL
VAV AAXA AL LA L AR
AV a4 Y 4 /A | Bxperinent
// a4 _ 1/ ﬁf, 4/ i
) c// Vi /4 A
¥ 4 4
// /?/
/ I 1 1 |
-2 0 2 L 6 8 10
15 12 8 b 0 -k 3 a2 4é:> ®

&, dagrass
(a) 6-percent-thick airfoil.

Figure 12.- The variation of gection lift coefficlent with angle of
attack and flap angle for 6- and 9-percent-thick symmetrical
circular-arc airfoils with 30-percent-chord trailing-edge fleps.

M, L.0k; R, 5 x 105,

OLATST W VOVN

..

N




1075
lw ///
// '~ oo
2 /4 W i O I R
i /// sy
,/ - F Mo
o Yz ,59 v/ })5i;F*EL=hS
j /, / / {'//(/ .4 15.25 ]
V, I 4 P { 7 T 7
16 /V/V )'/:/ // // / // /‘/ :
A vz 1,/ //// / /,//I/ //://'
1 ﬂ" ,}/" / //' n’}r/ >//" b i /i/
£ I//A/ // // /1'// F, // / /L/ // (/
. A A //f’ LA 1 A
/ # AL AN 2 /A
/ SN AXYAN] |/ A
4 % e ' 7
y// — / A ! // 7 /
o % 4 /f A g //// 74 /7<\
. /(’ {/ // / }/ 2 \\-_ Thﬂllﬂ'!
-.ch £V ! A Y A ! Experizent
¥ & ' W
v V4
-8 /’
| . ~q |
=12 —_—

18.75

e - i

B.78

B R T PR

-2 2 1 6
} a, degreos

b8 0.75 =3.25  «7.25 =15
&, degress

(b) 9-percent-thick airfoil.

Figure 12.- Contimued.

"l

W WALy

L

AT ...

OEQTST WY VOVN




45

NACA RM 151D30

16

12

-8

=12

16

EENEANENEAEA WA WAL :
INENEA NN /U
NIRNENEABRAEAWA

NEAN / //, NE
AN \ |
\ \ /
/w% N \
,AH/ V/ .// ﬂ/,/ MW» /. \
zw A\ W/ ANIAN / /M
Y % uay M N
.m-.m%/ ,_/, // ,// \ r// A/
INNINBINANR N RNAY
c/ \ A// 4,/ /// // // 4/
N ~ zc/ M../.@./A o// /fw//

-.12

&, degrees

6-percent-thick airfoil.

(e)

Figure 12.- Continued,

a




NACA RM L51D30

o, degrees _

l_rglo

'.12 ' J SO

-18 -12 -8 -4 0 4 8 12
- ' ' 8, degrees

(d) 9-percent-thick airfoil.

Figure 12.- Concluded. -



NACA RM L51D30 B b7

* HE
&, degrees
.20 - v o
0
1o
|4

-0 o ala als —x N >

@ ¢ 4 s < < 9V =h
0
o

8
. ©
2 2 e
8 M e 7 hd = N -8
0
do
12
] ]
o +—— | O ]
] -12
—— ]
o
Jdo
] Theorv 16
) 1 I i e O B R e Al °
. I — —ﬂ —
r S —d || 16 |
Exreriment +—

0 [ P
-.12 -.08 =.0b [+] .ol .08 .12 .16 .20 .2h .28 .32

Section 1ift coefficient, ¢,

(a) 6-percent-thick airfoil.

Figure 13.- The variation of the flap effectiveness factor with section
1ift coefficlent at several flap angles for 6- and 9-percent-thick
symetrical circular-arc asirfoils with 30-percent-chord trailing-edge

flaps.

M, 4.0k; R, 5 x 10°.

“'lﬂl&i!!l..lll!



NACA RM L51D30 .

.o ]
&, degrees h
.20 —HT o B
=== = e =R
o -
) .
ga
3% 8
.20 ==
-8
o - -
Lo . = -
| . Theory ) 16
/ B
—_— . P
-ZOQ o
___L——Uﬁ—*--tySz:jiffﬁii:::;;]L——hé—— i =16
Experiment — l F—/:i;m xNACZA . )
o 1 R } } ]
=10 =.05 o .05 .10 15 - «20 25 «30
Section 1ift coefficient, cz

(b) 9-percent-thick airfoil.

Figure 13.- Concluded.
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Figure 15.- The variation of section lift-drag ratio with angle of attack

and flap angle for 6- and 9-percent-thick symetrical cilrcular-arc
airfoils with 30-percent-chord trailing-edge flaps. M, 4.0k;

R, 5 x 10°.
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Figure 16.- Variation of section pitching moment with section 1ift coeffi-
cient for constant angles of attack and flap angles for 6- and O-percent-
thick symmetrical circular-arc airfoils with 30~percent-chord trailing-

edge flaps. M, 4.04; R, 5 x 1Qé.
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Figure 16.- Concluded.
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Figure 17.- The rate of change of section pitching-moment coefficient with
section 1ift coefficient at zero pitching moment for constant angle of
attack for 6- and 9-percent-thick symmetrical circular-arc sirfoils

with 30-percent-chord trailing-edge flaps. M, 4.04; R, 5 x 100.
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Figure 18.- Movement of the center of pressure at several flap angles

with angle of attack for 6- and 9-percent-thick symmetrical circular-

arc airfoéls with 30-percent-chord trailing-edge flaps M, L.ok;
R, 5 X 10
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Figure 20.- The variation of section hinge-moment slope parameter with
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Figure 21.-~ The effect of Reynolds mumber on the force and moment coeffi-
clents of the 6-percent-thick symmetrical circular-arc airfoil with

30-percent chord trailing-edge flap. M, L.ok.
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(b) Plan view of the test sectlon showing the lateral location of the
planes in which the longltudinal and vertical surveys were obtained.

Figure 23.~ Side view and plan view of the test section of the Langley

9- by 9-inch Mach number 4 blowdown tunnel showing the position of
the survey stations.
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(b) Transverse surveys in a vertical plane at longitudinal station no. 6.

Figure 2L,- Mach numbers in the test section of the Langley 9- by 9-inch
Mach number %4 blowdown tunnel as determined by total-pressure surveys.
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Figure 24.- Concluded.
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